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Digital Instant Ear Thermometer with Accu-Fast Technology®
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Samsung Healthy Living® Instant Ear Thermometer reads temperature by measuring the infrared heat generated by the eardrum and surrounding tissue. This thermometer features Accu-Fast® technology to scan the area taking 12 measurements in one second before displaying the highest temperature reading.

Our product is designed with advanced infrared and ambient temperature compensation technology for fast and accurate body temperature readings.

· One Second Accu-Fast® Reading 

· Nine memory storage for temperature evaluation 

· High Temperature Alarm if reading exceeds 100oF 

· Reads in oF or oC 

· Auto Shut-Off 

· Easy to read LCD display with backlight 

· Beeps when measurement is complete 

· Low battery indicator 

· Protective Cap included 
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Advanced Features:

Accu-Fast®
Samsung Healthy Living® uses advanced technology to ensure fast and accurate body temperature readings.

High Temperature Alarm
Unique built-in alarm to warn users of higher than normal temperature.

Ergonomic Design 
Comfortable slim design offers an easy grip handle making it simple to use at home and small enough to take during travel. 
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Specifications

Meets the American Society for Testing and Materials (ASTM) standards for infrared thermometers specified in ASTM E1965-98. Maximum Permissible Laboratory Error as per ASTM standards:

Range
Error
98.0oF - 102.0oF (36.0oC to 39.0oC)

+/- 0.4oF (+/- 0.2oC)

<98.0oF or >102.0oF (<36.0oC or >39.0oC)

+/- 0.5oF (+/- 0.3oC)

Compliance with IEC60601-1, IEC606011-2(EMC) safety standards
Display

Liquid Crystal Digital Display
Measurement Range

93.2°F to 108.0°F (34.0°C to 42.2°C)
Ambient Range

50.0°F to 104.0°F (10.0°C to 40.0°C)
Storage Range

-4.0°F to 122.0°F (-20.0°C to 50.0°C)
Response Time

Approximately 1 second
Temperature Scales

°F or °C
High Temperature Alarm

> 99.5° F (37.5°C) a long beep followed by three short beeps
Automatic Shut-Off

About 1 minute after reading is complete
Memory

Stores up to 9 readings
Disposable Probe Covers

Mold Ring with PE Film Cover
Probe Covers

TEP-901S
Activation

Scan Button
Design

Hand Held 
Backlight

Yes

Sensor Type

Thermopile
Battery Type

CR2032
Dimensions (approx.)

1.50" (L) x .75" (W) x 5.50" (H) 
Weight (approx.)

2.47 oz including battery

	


